
.{1TA

T rulrP DTAGNOSTICS (P) LTD
Thrissur ffice: Thaftil Nadakalan Comolex, Kuriachina P.0., Thrissur - 680 006, INDIA

Tel. : (0487) 22507 93, 6544048, 3208683. E-mail : tulipkerala@gmail.com

Goralyzer Series Fully Automatic Biochemistry Analyzer,lnspection/calibration Report

Test Qc refer to: <<Coralyzer Series Fully AutomalrFclllll"r":;.Tgn'","r"d Standard Model: Coralyzer SMART,

Meter used for calibration / Meter Number:TU/INST/REG/PMO/004 Cal Date:- 07.08.23 Due Date:-06.08.24

KOVAI DIAGNOSTIC CENTRE . DHARAPURAM

Inspection ltem Criterion of QC test Result Conclusion

r) Analytical method may analyse 40 pos at the same time.

t) Programming item

t Automatic priority inspect of emergency sample,

,) Calibration linearity/non-linearity multi point calibration,

r) QC at may operate most of Qc at same item.

llStorage

1) Printer multiple report formats available, user can self edit report formats.

} STAT

) Sample rerun/recheck.

() Sample /reagent probe liquid check.

) Mixing function,

1r)Results storage,query,quality control chart the whole process

1) cuvette condetion.
)) Crash gard function.
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2 Dark Abs {bsorbance >= 3-4uo A 5.2 OK

3
Linearity range Ihe maximum absorbance should be not less than 3.700A within the
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nm: 1

505nm: t.8

4
Accuracy of
absorbance

-ess than t 0.0404 at L00A o.o1z OK

-ess than t 0.060A at 1500A 0.027 OK
-ess tnan t 0.020A wtthtn 0.500A 0.04u OK

5 Accuracy Absorbbnce change should be less than 0.005A/min
340nm: OK
505nm: OK

6
Reproducibility
of :officient of variation cv S 3olo 2.73% OK

7 emperature of \ccuracv less than than t 0.1'C 37'C
=luctuate of temperature less than t 0.1'C 0.005"c

I Teperature of
reagent storage

Jnder normal work condition, reagent storage should be 2-8'C 6.0 "c OK

I Carryover Samole carrvover less than 0.05% PA5!'

10
Accuracy of
parameter

Items I Concentration CV
JREA r6.3-109.9 3 30/" 1.30Yo OK
3LUC 181.0-116.6 < 30/" 't.20% OK
JGOT 155-87 < 30/" 2.70"h OK

11 DDerance l) Whole aooearance of the surface should not have obvious mechanical PASS

12
Protect ground
connect

fhe impedance between ground outlet from power supply net and ground
rrotected touchable metal should not more than 0.'l Q

PASS

13
Power grid,
power
eilhhh, 

^ir 
lil

Basic insulation:soHz the sine 230V alternating voltage test. should not
apper brakdown or occur electric arcing.

PASS
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Gorporate Office: Gitanjali, Tulip Block, Dr. Antonio Do Rego Bagh, Alto Santacruz, Bambolim Complex Post Office, Goa - 403 202, lNDlA.

Tel.: (0832) 2458546 - 51, Fax: (0832) 2458544, E-mail: sales@tulipgroup.com, Website: http// www.tulipgroup.com

Works: Plot Nos. 9?96, Phase ll C, Verna Industrial Estate, Goa - 403 722, lNDlA.

Tel.: (0832) 6624555, Fax: (0832) 2783511. E-mail: tulipvkn@sancharnet.in


